
i825 and i855 microphones for 
convenient interview recording, 
HD video productions, ENG, and 
more.
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The omnidirectional i825 and cardioid i855 lavalier microphones are recommended for on air 
productions, forum discussions, and durable enough for ENG use. The minimal size of these 
microphones makes them perfectly suitable for Television and Video productions.

Frequency response Frequency response Polar pattern Polar pattern

Type

Capsule diameter

Principe of operation 

Polar Pattern

Sensitivity(±3dB)

Frequency Response

S/N ratio 

Impedance

Power Source

Operating Temperature

Cable Length 

Weight

Connector

Electret Condenser

4.0mm

Pressure 

omnidrectional 

-45 dB (5.6mV/Pa)

20 Hz~20kHz

More than 65dB

Less than 4.5k

Plug-in power capability, Plug and play

-17℃~+60℃

1.6m

5g

3.5mm 4-Pole headset interface

Microphone i825
Type

Capsule diameter

Principe of operation 

Polar Pattern

Sensitivity(±4dB)

Frequency Response

S/N ratio 

Impedance

Power Source

Operating Temperature

Cable Length

Weight

Connector

Electret Condenser

4.0mm

Pressure Gradient

Cardioid

-49 dB (3.5mV/Pa)

100Hz~10kHz

More than 58dB

Less than 2.5k

Plug-in power capability, Plug and play

-10℃~+50℃

1.6m

5g

3.5mm 4-Pole headset interface

Microphone i855

Lavalier Microphones

Specifications Specifications 
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